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1, Function and use

<>

The core of this series products adopt famous
brand import absorb surge component, being
strictly chosen, it has superior performance,
stable quality.

This product has semiconductor surge absorbent
components inside the product, it clamps
accuracy, has very lowoutput residual voltage.
aiming at difference system, choose appropriate
limited voltage, make the best protection to
equipments.

This series products have several grades
protection, the classes match reasonable,
guarantee big enough flow capacity, and quick
respond time. (ta<l ns).

This series product could choose difference
connector according to the equipments or

physically installation. like: RJ11, connect

line port, and RS232...etc., the protection
thoroughfare can divide to one way, both ways and
multiway. Product number can be chosen single or
integral package.

While being applied to MDF distributing frame,

there will be a special standard patch board used,
which contain a 10 roads circuit protection,

series connection and duplicate overflowing &

over voltage protection.

2, Product function characteristics

<>

Typical application: telephone, ADSL, DDN, ISDN,
fax machine, modem, SPC exchange etc..

Using import components, insert exhaust<< 0.2
db, data transmission speed rate < 100 M, it
clamps accuracy, has low output residual voltage,
responds time<1 ns;

Using aluminium alloy as the coating box, PC can



be chosen, easy to maintain. o

< This series product is applicable to 485 data Haide
HD-XT-PT
transmission, control circuit, data link, audio Yoo

circuit and fire control circuit etc. ;

< Use aluminum alloy as the outer shell, connector

can be chosen and easy to install;

<> This product use import components, accurate < It is long—distance overhead cable getting into
clamping and low output residual voltage, a building, connecting the zero lines double
little insertion lose, quick respond, act <1 times.
ns. <> series the surge arrest device to the video
interface of protected equipment, ” OUT” is
3, external appearance and connect to equipment, ” IN” 1is the Inspection
installation method hole.
25 < make a good conjunction of the lightning
= i T

arrester earth terminal and the surge device

earth wire (recommend the ground electric
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el resistance < 4 Q) . Make sure the grounding

wire is short and straight.




4,Attentions

&

If the voltage data of the surge arrester is
difference with the equipments’ , it probably
influences the circuit work, suggest affirming
the equipments’ working voltage while choosing
the module

Because the protection device is series to the
equipment, to some power equipments, should also
affirm the working electric current

After being surge several times, This product
would be failure, failure performance is circuit
impassability.

When installation is complete or system is
working, the circuit impassability, make sure
connect line, connector have no looseness or the
should dismantle the

circuit break to open

lightning arrester, directly connect the

outside line into

the equipment, if the system

circulation restore, that means the lightning

arrester was damaged; or else Should check and

find other reasons.

5, Technical Parameters

Model HD-XT—( )
Nominal working voltage Un[48V( ) 68V( ) 180VC )
g:iiigg izntinuous working 54V( ) 72v( ) 200V( )
curvent 1o @0n s | ) SAC )
Maximum discharging 5KAC ) 10KA( )

current Imax(8/20u S)

Rated load current IL

1.5AC ) 3AC )

Voltage protection level

Up (1.2/504 $) 6ov( ) 72v( ) 220v( )
Response time ta <Ins

Insertion loss <0. 2dB

Insertion resistance <5Q

Number of guard wire

One channel 2. 3 ( ) multiway
one way single ( ) tensingles

)
()




Protection grade

1P30

External dimension

80X 25X 25mm( )

(10\95) X49X19mm( )

Sheathing material Shielding metallic aluminium ( )
fire proof PBT ( )
Interface mode RJLL € ) plug=in type ( )
RJ45(C ) connection terminal ¢ )

6, Quality certificate

6.1 Our company has passed the certification of
IS09001 quality management system, 1S09001:2000
6. 2 Passed the test of Beijing Surge Arrester Testing
Center GB18802.21-2004

6.3 The yieldly technology supervision bureau
product Executive Standard keep on record

Q| (6Z) HDFL1-2005

7, Statement

The manufacture stand of this product is basis in
IEC61643-1:1998 and GB18802. 1-2002, the customers

can acquire homologously maintain service with the

qualified proof

Dear customer:

How are you! First of all, thanks to purchase our
products!

For the sake of better service to our customers, our
company has already established a service team of
high character, and provides thoughtful and overall
service for customers. We set up customers’
information files in the system of after—sales
service, we can search the information files to make
you similar to enjoy service that you should have
If you lost your warranty card or purchasing
certificate!

Please fill in the following customer data
form(copying is invalid) , and send it to the
following address in a month:

Customer service center



Guangzhou haide lightning protection technology
Co.,Ltd NO. 4 Butou Road Yongshan village Shi ji
town Panyu Disdrict Guangzhou

Code: 511450

With your support, we can make it better!

Guangzhou haide lightning protection technology

Co., Ltd.

In order to protect your rights, please fill in this
form seriously and send it to us
Name: Gender:

Customer’ s address:

Customer’ s telephone:

Customer’ s E-mail:

Product model: Purchase date:

Product coding:

Dealer’ s name:

Dealer’ s telephone:

Dealer’ s address:

The technique supports hot-line: 020-61934100,
61934155

The customer serves hot—line: 020-61934048

The customer serves mailbox:haidefanglei@126. com
Guangzhou haide lightning protection technology
Co.,Ltd NO. 4 Butou Road Yongshan village Shi ji

town Panyu Disdrict Guangzhou Code: 511450



Communication line
lightning arrester

Operating instruction
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