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FERRBHR LED BB IRIFRS
l:lﬁ:l Product Name LED Surge Protector Device
=7z O 1] =2
Pl s HD-LED10B320F
Product Model
%m FRRREEJE Un 110-277V ac
Nominal Voltage
FRERBFBEZ In KA
1‘% Nominal surge current
PANN
&K Uoc 10KV
Combination Wave
HIE [N B ERERZBRAR
Manufacture GZ Haide Lightning Protection Technology Co., Ltd.
FEih th
Conntry of Origin China

AR ERE % Reviewed By 4 FEERER % Producted by mRERE % Approved By

%"_ & it #ECustomer Approval
BERAMR

F Custome Name

- 4 % H#A Effective Data: #£YY AMM HDD
> MRAFRABRBENOME, FUEERBHEN—MHEIRGEHLAN,

Note:If you approve this specifition,Please sign and return one hardcopy to us.Yours faithfully.
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1, 1&FAScope of Application:

ARG PR RIEF T 110-277Vac 848357 LED BiE RS .
The specification is aviable for 110-277V Single phase AC LED power supply system

2, ZE¥4FMEStructure Characteristics

2.1 FranéEi: NEESEBRA
Product Structure: combination of MOVs
2.2 MR HIRWNERGEE, 46 UL%4-VO0
Potting Material: epoxy resin, comply with UL94-V0
2.3 5|%: ZRRBHIRL
Lead wire: Multiple strands of insulated wire
24 R~F (BfL: =K
Dimension(unit: mm)

110%3 170+ 10
160% 10

26, 2 I

23
17

i)

3. FEamakR7R Product Identification

)

{THHEA: 2018.12.10 2/5 BLALRR, 21k
PR R LED BB IRISE FZEAEIE . HD-LED10B320F




HiG: 020-39218003

o “W T e ERFER INT i
Halde® J_J”Fﬁlﬁ‘fm BBEE?‘H:E% BEA—‘I 1%3%: 020-80724373

GZ Haide nghtnlng Protection TeChn0|Og)' Co.Ltd.  jik: www. haidefanglei. com

4. RS Technical Data

RARFHE BAREY AR
Tecknical Feature Tecknical parameter Standard
ARRRARGEFRLE Un 110-277 V ac
Nominal system voltage
BAESTIERE Uc 2320V ac
Max. continuous operating voltage
#7778 F H 3R In (8/20ps) KA
Nominal discharge current
R Imax (8/20ps) LOKA
Maximum discharge current
it & Bk EE JE Uoc(1.2/50us-8/20ps) 10KV IEC61643-11
Open circuit Voltage GB18802.1
L-N B [ER$7KF Up <19V
L-N Voltage protection Level T
L/N-PE BEJEfR#F7K Up <1.9KV
L/N-PE Voltage protection Level =
B AR EERTT R 1
Number of surges maximum current
g
1%*):%'& e L. Suitable for Class Il
Isolation classification
SNTERTIFSER IP65 IEC 60529
IP Code
TIERMHE .
Operating Conditions -40~+70C
Bk <
altitude =2000m
E N
Weight 48=59
P L{EE
Lifetime @ Tc life, 90% survivals 100,000 hrs
=REAF =
Suitable For Outdoor use NO
Z1THHA: 2018.12.10 3/5 EALRR, 2 1hR
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5. Z5#a[E Structure Repesentation

%Eﬂ%ﬂﬁ%\ bR T
5 Efa Black L
p 1 @ Green PE
i Hfa White N
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6\ /}_-,L.\glﬁ:lNOte

6.1 REZ BIFIEHIEMETHULRA;
Before you install read and understand instruction book
2 RECRT R S MR NAR e A=, B GRiEAlAS = fh H E AR 545 5
Avoiding making mechanical damage on products, improper operation such as
knocking when assembly is not allowed,

6.2 AR RIE RV NA A EIENE S KibEE, MKER/NT 05K;
Equipment in which the products are used must have reliable grounding to the earth,
the ground wire length less than 0.5m

6.3 RiETULRRIRME B SR B SRR A X IR FHIL;

If you not obeying the instruction book may damage the electric system or some of

equipment.
6.4 BRLARIRH AR ETERE, LAS5RIPF[NSHTE, BUSEXN
&R T1E.

It is necessary to confirm the working voltage of the equipment and match the
parameters of the protector, otherwise the power system maybe seriously affected.
6.5 REBBERAIN MBS XIEHR, UHEREMET HE4EF;
We suggest instal a MCB before before the SPD, it is more safety and convenience
of daily maintenance
6.6. 4EEMRIFERATR BT Al BB TH#R1E.
It needs to be operated by a professional electrician when the protector is install or
Uninstall.

%4{THHE: 2018.12.10 4/5 BALRR, 21k
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7. B2 3EMouting Method

miEazE (B D
SPDs intended for use in enclosures (Picture 1)
AE: RETHENSSENEREZMALEY, URMEREEREREWL.
Notice: After installing, the cable shall not be under direct sunlight to avoid expediting aging of the
insulating layer

ﬂTJ—b———g—|ﬁ|
I e W

& 1

8. N FB7~f5Application Examples

F__\L % ;_J—?ﬁu Line(Red or Black)

. 110V. 120V. 220V. 240V 277V. 34TV. 480V +  12Vdc. 24Vdc. 36Vdc. 48Vdc...305Vdc
AC
Neutral(Blue or White) Power - LED
Ground(Yellow Green or Green) Supply LAMP
Parallel SPD —
Connection Vac

o, TFiEs%1H Storage Condition

9.1 HEKHAGEMEEY: BHEIEE: -10C~+40°C; <75%RH;
N Recommend Long-term Storage Condition: Storage Temperature: -10°C~+40°C;
FhiEsEH humidity <75%RH.
9.2 TER A~ REFRERR MM A AL ERERS IR RE;
Please don’t expose products to corrosive gas and sunlight.
9.3 FRABEARR: 2 4F.

Storage Period: Two Years.

%1THHER: 2018.12.10 5/5 £ AL AR, 2 1HE
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