Haide ~MNFS@BEEMBAERAR LT 00w

GZ Haide Lightning Protection Technology Co., Ltd. Ffk: www. haidefanglei. com

PR FR: LED B B1RIP2 : HD-LED20B

%ﬂ 1:% — :; Dofrﬁfm. HD-GES2020001

SPECIFICATION v’i”fﬁn A

FOR ISk 5

Total Page

APPROVAL ezl @ %17 New

Classification | OI#2ZE&E Changed

— —T o e °
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FEERARR LED ER{RIF2R
- Product Name LED Surge Protector Device
57z O Jlj =2
HH it s HD-LED20B
Product Model
;m ARARFRE Un 100~277 V ac
Nominal Voltage
= Th 2 3%
& T’T%HE&E&/}IL In EKA/LO0KA
1: Nominal Discharge Current
= TATE
CECB
Approvals
HIEE INTBERER AR E
Manufacture GZ Haide Lightning Protection Technology Co., Ltd.
it §
Conntry of Origin China
AR EREZ Reviewed By 4 FEERER % Producted by iR ERE#% Approved By

_'«'g'_ % Ptk Customer Approval
BEREMR

F Custome Name

. 4 % H #A Effective Data: FYY B MM H DD
S WMRA = RIS EHENRGE, UEERHEN—RRIRSL .

Note:If you approve this specifition,Please sign and return one hardcopy to us.Yours faithfully.
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1, & F Scope of Application:

ARG EAR = fRiE T 100V~277Vac 84537 LED BiR RSt .
The specification is aviable for 100V~277V Single phase AC LED power supply system

2. Z5¥34F1E Structure Characteristics

2.1 st AERERIGL . ESEBEMMEE

Product Structure: combination of MOVs ,thermal FUSE and GDTs
2.2 BFME: REMAE, 46 ULI4-VO

Potting Material: epoxy resin, comply with UL94-V0
2.3 51%k: ZRRBLBIE

Lead wire: Multiple strands of insulated wire
24 R~ (BfL: 22X

Dimension(unit: mm)
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Note: The lead length “G” can be customized as required

3, L aa¥R7s Product Identification
Haide" szt Lon C€ CBRoHS
HD-LED20B
Uc :320Va.c.
Uoc:20kV
Up:1.8kV
L f:50/60Hz
e Al ta40C~+70C
\MADE IN CHINA
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4, FiARS# Technical Data
B ARHHIE BREH pjw 3
Tecknical Feature Tecknical parameter Standard

ARER ARG FRIE Un 100-277 V ac
Nominal system voltage
= \ El;
Max. continuous operating voltage
¥R FR B EL EL IR In (8/20ps)

. X 10KA
Nominal discharge current
B ATELEER Imax (8/20us)

X ; 20KA
Maximum discharge current
P E IR Up | 8KV
Voltage protection Level )
L-N BB E{R3P7KF Up (3KV(1.2/50us))
L-N Voltage protection Level 750V IEC61643-11

: UL1449_4
LN-PE B [E#R$F7K Up (3KV(1.2/50us))
; 750V GB18802.1
LN-PE Voltage protection Level
i 52 Bk ER JE Uoc(1.2/50us-8/20ps)
L 20kV

Open circuit Voltage
EAATER IN 0.75kA
Nominal surge current 3
R E R SR $(8/20 ps) 1600
Duty cycle surge rating 100
BRI R 1
Number of surges maximum current
1%#):5_-;2& . Suitable for Class Il
Isolation classification
SRR FR
P Code IP67 IEC 60529
TIEEE -
Operating Conditions “40~+70C
BIR <
altitude <2000m
=&
Weight
P L{EE
Lifetime @ Tc life, 90% survivals 100,000 hrs
=R/EAP =
Suitable For Outdoor use YES
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5, Z544[&| Structure Repesentation

HE4 YELLOF & GREEN: PE

S =

Eee e el (6.1 Tk 2 B0 R A A LR
Before you install read and understand instruction book

6.2 SRECAT R B S BN AN Rl 753X, 38 5 & AR AN 7= i L IR AL A5 475 5
Avoiding making mechanical damage on products, improper operation such as
knocking when assembly is not allowed,

6.2 A~ R E LA A EREN L S KiiEE, hkKER /T 05K;
Equipment in which the products are used must have reliable grounding to the earth,
the ground wire length less than 0.5m

6.3 RETURIRMEFT e R S MBS ARG X IR ZHRIL;

If you not obeying the instruction book may damage the electric system or some of

equipment.
6.4 BPUABIRHEFARE LERE, YMSRIFENSHTE, BN ERN
S T1E,

It is necessary to confirm the working voltage of the equipment and match the

parameters of the protector, otherwise the power system maybe seriously affected.
6.5 R BRI MR T S RKRIEHEE, LURAEREMETHR%ER;

We suggest instal a MCB before before the SPD, it is more safety and convenience

of daily maintenance

6.6 4EENRIPARATR R T Al R THR1E.

It needs to be operated by a professional electrician when the protector is install or
Uninstall.
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7. &I 5% Mouting Method
miESFHNRE (B, E2)
SPDs intended for use in enclosures or outdoor buildings (Picture 1, Picture 2)
AE: RETHENSSEMEREZMALES, URMERESREREWL.
Notice: After installing, the cable shall not be under direct sunlight to avoid expediting aging of the
insulating layer
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8. M FH7~f5 Application Examples
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9, 7% 5% Storage Condition
0.1 #HEFKHAGFMEM: FHIRE: -10°C~+40C; <75%RH;
Recommend Long-term Storage Condition: Storage Temperature: -10°C~+40°C;
humidity <75%RH.
9.2 NERA~REMERR MM SASPR EERF MR HIRE;

Please don’t expose products to corrosive gas and sunlight.
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